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Thank you for requesting our catalogue. We have tried to keep
it as informative and simple as possible. If you are unable to find
the sizes or products that you require, contact us and we will be
pleased to source them for you. The materials used to manufacture
the majority of the rubber sections are resistant to weathering,
sea water, etc.

How to order:-

Orders can be placed by either telephone, fax, e-mail, on-line via our website
or by completing the enclosed order form supplied with this catalogue. If for
any reason our answerphone is on please leave a message and we will return
your call as soon as we possibly can. All stock items are normally despatched
within 24 hours. Non stock items can sometimes take up to 21 days. We will
inform you if there is likely to be a delay in delivery.

Payment:-

Either by credit card, debit card or cheque made payable to Seals + Direct Ltd.
We are able to issue pro-forma invoices if required. Trade accounts can be set
up on receipt of satisfactory references.

Post and Packaging:-

See price list for details of carriage costs. Please note that due to its density
rubber is heavy, hence this affects the cost of postage.
Goods are sent by either post or carrier (which will require a signature upon
delivery).
 
Extra heavy items may incur an additional charge.
 
For overseas rates (including Ireland, Highlands and Islands) please enquire.

Samples:-

If you are unsure whether a product will be suitable for your application, we
will send a sample for you to try. We try and keep samples of all of the products
listed, however some may not be available.

Discounts:-

Quantity or trade discounts may apply. Please contact us for details.

Contacting us:-

Our normal office hours are 8.30am to 5.30 pm. However we can be contacted
outside of these hours, without any problems, if it is more convenient for you.

Please note

It should be appreciated that the information given here is, to the best of our knowledge, true
and accurate. However the conditions to which our products are used are out of our control and
are supplied without warranty or guarantee. All actual size drawings are reproduced as best as
possible to the exact sizes. E&OE.
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Adhesive Backed Expanded Neoprene
This sticky backed closed cell material is suitable for making a watertight seal on boat
hatches, lockers, car boots, enclosures, cabinets, etc. Just peel off the backing paper and
stick in place.
The adhesive backing tape used is not fully resistant to water, therefore where there
is a large amount of moisture or water present it is advisable to use plain expanded
neoprene and a good contact adhesive, such as our order code A262.
Sizes stated are width by thickness. Roll size - please refer to price list.

Order Code
AEN 8
AEN 9

AEN 10
AEN 11
AEN 12
AEN 13
AEN 14

Size
19 x 12mm
25 x 3mm
25 x 5mm
25 x 6mm

25 x 10mm
25 x 12mm
25 x 19mm

Order Code
AEN 1
AEN 2
AEN 3
AEN 4
AEN 5
AEN 6
AEN 7

Size
12 x 3mm
12 x 5mm
12 x 6mm
19 x 3mm
19 x 5mm
19 x 6mm

19 x 10mm

Plain Expanded Neoprene
This closed cell material is suitable for making a watertight seal on boat hatches, lockers,
car boots, enclosures, cabinets, etc.
To bond into place use a good contact adhesive such as our order code A139, or A262
if there is a large amount of moisture or water present.
Sizes stated are width by thickness. Roll size - please refer to price list.

Order Code
PEN 22
PEN 23
PEN 24
PEN 25
PEN 26
PEN 27
PEN 28

Size
19 x 12mm
25 x 3mm
25 x 5mm
25 x 6mm

25 x 10mm
25 x 12mm
25 x 19mm

Order Code
PEN 15
PEN 16
PEN 17
PEN 18
PEN 19
PEN 20
PEN 21

Size
12 x 3mm
12 x 5mm
12 x 6mm
19 x 3mm
19 x 5mm
19 x 6mm

19 x 10mm

Other widths and thicknesses available - POA
Due to the nature of this material, sizes can be approx +/- 1mm

Other widths and thicknesses available - POA
Due to the nature of this material, sizes can be approx +/- 1mm

Expanded Neoprene (skinned on 4 sides)
This closed cell material which is skinned on all 4 sides is suitable for making a watertight
seal on boat hatches, car boots, enclosures, cabinets, etc. To bond into place use a good
contact adhesive such as our order code A139, or A262 if there is a large amount of
moisture or water present.

Order Code
SEN 196
SEN 197
SEN 151
SEN 152

Size
9 x 6mm

10 x 10mm
12 x 7mm

13 x 10mm

Other sizes available - Please enquire

Solid Neoprene Rubber Strip
This flexible rubber is an ideal material for sealing and edging applications. It is easily
cut with a knife and will stick to most surfaces using contact adhesive A139 or A262.
Sizes stated are width by thickness. Roll size - please refer to price list.

Order Code
SN 35
SN 36
SN 37
SN 38
SN 39
SN 40

Size
50 x 5mm
75 x 5mm
50 x 6mm
75 x 6mm

50 x 10mm
75 x 10mm

Order Code
SN 29
SN 30
SN 31
SN 32
SN33
SN 34

Size
25 x 1.5mm
50 x 1.5mm
25 x 3mm
50 x 3mm
75 x 3mm
25 x 5mm

Other widths and thicknesses available - POA1
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Porthole Rubber Strip
This semi soft rubber (45°sh) is flexible and semi compressible. It is used for sealing
Brass port lights and vents. For plastic and Aluminium port lights it is recommended
to use an expanded neoprene seal. Size stated are width by thickness.

Order Code
PHR 144
PHR 145
PHR 146
PHR 147

Size
25 x 6mm

10 x 10mm
12 x 10mm
25 x 10mm

Order Code
PHR 140
PHR 141
PHR 142
PHR 143

Size
25 x 3mm
38 x 3mm
6 x 6mm

10 x 6mm

Rubber ‘P’ Section
Ideal for hatch seals, door seals, piping between panels on cars etc. The flange length
can be extended or thickened by sticking some solid neoprene strip onto it with adhesive
no A139 or A262.

Order Code
P 41
P 42
P 43

Bead 0
6mm

10.5mm
12.5mm

Other widths and thicknesses available - POA

Rubber ‘U’ Channel Section
For protecting edges on panels, doors, glass, etc. It is also suitable for making a seal around
glass in Aluminium window channels. It can be bonded in place using either S136, S137,
S138, A139 or A262. The width of the section can be increased by bonding neoprene strip
along side it, or the panel thickness can be reduced by bonding a strip into it.

Flange Length
9mm

15mm
15mm

Wall Thickness
2mm

1.6mm
2.6mm

Rubber Tadpole Section
Ideal for hatch seals, door seals, piping between panels on cars etc. The flange length
can be extended or thickened by sticking some solid neoprene strip onto it with adhesive
no A139 or A262.

Order Code
TP 44
TP 45

Bead 0
8mm

12.5mm

Flange Length
13mm
19mm

Wall Thickness
2.8mm
2.5mm

Order Code
U 46
U 47
U 48

U 154
U 49

U 155
U 50

Panel Thk
1 - 2mm
1 - 2mm

1.5 - 2.5mm
2mm

2.5 - 4.5mm
3 - 3.5mm
3 - 6.5mm

Height
10mm
15mm
17mm
23mm
8mm

21mm
19mm

Wall Thk
1.2mm
2.8mm
1.6mm
4.2mm
1.4mm
2.4mm

2.5 - 4mm

Actual size

P41

TP44

P42 P43

TP45

Actual size Actual size

Actual size Actual size

Other sizes available

Other sizes available
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Rubber ‘U’ Channel Section continued
U46 U47 U48

Actual size Actual size Actual size

U154

Actual size

U49

Actual size

U155

Actual size

U50

Actual size

Rubber Square ‘U’ Channel Section
For protecting edges on panels, doors, glass, etc. It is also suitable for making a seal
around glass in Aluminium window channels. It can be bonded in place using either
S136, S137, S138, A139 or A262. The width of the section can be increased by bonding
neoprene strip along side it, or the panel thickness can be reduced by bonding a strip
into it.

Other sizes available - Please enquire

Order Code
US 51

US 156
US 52

US 157
US 53

US 158
US 159
US 54

US 160
US 161
US 162
US 163

US 166 White
US 55

US 164
US 56

US 165

Panel thk.
3mm
3mm
3mm
3mm

4.5mm
4.5mm
4.5mm
6mm
6mm
6mm
6mm
6mm
8mm
9mm
9mm

13mm
19mm

Height
8mm

10mm
15mm
25mm
8mm

10mm
15mm
8mm

10mm
15mm
16mm
25mm
16mm
13mm
27mm
16mm
12mm

Wall thk.
1.6mm
3.3mm
1.5mm
3.3mm
1.6mm
2.5mm
1.5mm
1.6mm
1.8mm
1.6mm
3.5mm
2.3mm
4mm

1.6mm
3mm

2.4mm
3mm

Other sizes available
- Please enquire
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Rubber Square ‘U’ Channel Section continued
US51 US156 US52

Actual size Actual size Actual size

US157

Actual size

US53

Actual size

US158

Actual size

US159 US54 US160

Actual size Actual size Actual size

US161 US162 US163

Actual size Actual size Actual size

US166 US55 US164

Actual sizeActual sizeActual size

US56 US165

Actual size Actual size

Houdini Hatch Seals
There are two different types of seals available for houdini hatches. A P seal that locates
into the hatch frame, and a self adhesive bulb seal.

Order Code
HHS 623
HHS 624

Type
Clip in P seal

Self adhesive bulb seal

Length
2 2 metres
per metre

HHS623

Actual size

HHS624

Actual size
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Edge Trims and Seals
These trims make ideal edge coverings for panels ranging from 1.5mm to 8mm.
The self grip mechanism holds them in place. The soft sponge bulb/lip ensures that an
efficient seal can be made when used on doors, hatches, lockers, etc.

Order Code

ET 1537
ET 57

ET 167
ET 1848
ETS 619
ETS 59

ETS 1556
ETS 1668
ETS 2481
ETS 2108

ETS 58
ETS 1472
ETS 2581

ETS 60
ETS 1395

Bulb/Lip
size/colour

Black
Black
White
Black

9mm diameter
14mm diameter
10mm diameter
17mm diameter
9mm diameter

13mm diameter
15mm diameter
21mm diameter
17mm diameter

& 12mm diameter
14mm wide
27mm high

U Height
(external)

9mm
13mm
12mm
15mm
13mm
12mm
13mm
14mm
13mm
13mm
15mm
14mm
16mm

16mm
14mm

U Width
(external)

7mm
9mm
9mm

13mm
9mm
8mm

11mm
12mm
8mm

13mm
10mm
10mm
10mm

12mm
11mm

ET57

Actual size

Actual size

ET1848 ETS619

Actual size

ET167

Actual size

Other sizes available - Please enquire

To fit panel
thickness

1.5mm
1.5mm to 3mm
1.5mm to 3mm
4mm to 8mm

1.5mm to 3mm
1.5mm to 3mm
1.5mm to 3mm
3mm to 5mm

1.5mm to 3mm
3mm to 6mm

1.5mm to 3mm
1.5mm to 3mm
1.5mm to 3mm

1.5mm to 3mm
1.5mm to 3mm

ET1537

Actual size

Actual size

ETS59

Actual size

ETS1556

Actual size

ETS1668

Actual size

ETS2481
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Window Rubbers (Claytonrite)
This window rubber is suitable for fitting either Perspex, glass or acrylic into boats,
cars, vans etc. It allows for easy replacement of damaged windows. Remember to order
the filler strip to hold it in place.
To find your required size measure your glass and panel thickness and look up the
closest size on the table. The rubber will seal approx minus1mm (e.g. 4mm glass will
seal in a 5mm gap). It is recommended to bed the rubber in with a silicone sealant.
(Order code no S137 or S138).

Order Code
WR 61
WR 62
WR 63
WR937
WR 64
WR 65
WR 66
WR 67
WR 68
WR 69
WR 70
WR 71

WR 1513
WR 1514
WR 854

Gap A
3mm
5mm
5mm
5mm
5mm
6mm
6mm
6mm
6mm

10mm
10mm
12mm
5mm
6mm

20mm

Width (approx)
22mm
22mm
20mm
25mm
22mm
28mm
25mm
25mm
28mm
26mm
27mm
26mm
31mm
32mm

Gap B
3mm

1.6mm
3mm
3mm
5mm

1.6mm
3mm
5mm
6mm
5mm
6mm
6mm
4mm
5mm
6mm

Web
6/7mm
6/7mm
6/7mm
6/7mm
6/7mm
6/7mm
6/7mm
7/8mm
7/8mm
8/9mm
8/9mm

9/10mm
n/a
n/a

6mm

Min. bend radius
75mm

100mm
100mm
100mm
100mm
100mm
100mm
100mm
125mm
100mm
100mm
160mm

Gap A

Gap B

web

Other sizes available - Please enquire

ETS58

Actual size

ETS60

Actual size

ETS1472

Actual size

ETS2108

Actual size

ETS1395ETS2581

Edge Trims and Seals continued

Actual size

Actual size
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Window Rubbers (Claytonrite) continued
WR61

Actual size

WR62

Actual size Actual size

WR63

WR937 WR64 WR65

Actual size Actual size Actual size

WR66 WR67 WR68

Actual size Actual size Actual size

WR69 WR70 WR71

Actual size Actual size Actual size

WR1513 WR1514

Actual size Actual size

WR854

Actual size
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Filler Strip
Coloured strip to fit all of the above sections

Order Code
FS 72
FS 73
FS 74

Colour
Black

Chrome
White

Glazing Tool

Order Code
GT 75

This assists in the installation of the glass or Perspex panels and the filler strip

Wedge seal
These wedge seals are designed to insert between the glass and frame on Aluminium
windows

Order Code
WS1580

Size
To fit gap of

2mm to 3mm

WS 1580

Actual size

Other sizes available (subject to moq) - please enquire

Flocked Lined Window Rubber
The flocked lined window rubber comes in two different forms and is suitable for sliding
windows that need to retain a waterproof seal. No FWR148 is a preformed U shape and
fits directly into a channel. The flat flocked strip, No FWR168, is ideal for fitting into
different size channels. It is easily bent to form a U shape. Greater widths can be obtained
by joining two pieces together. It makes an ideal replacement for Polyester ribbon.

Other sizes and types of flocked
channel availableOrder Code

FWR  148
FWR  846
FWR  713

Glass thk.
4.5 to 6mm

4.75mm
4.75 to 6mm

Height
10mm
10mm
11mm

Width
12mm
10mm
14mm

Order Code
FWR168

Width
25mm

Thickness
2mm

FWR 148 FWR 713 FWR 846

Actual size Actual size Actual size

FWR 168

Actual size

Description
Wedge seal

W502
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Opening/sliding window seals

Order Code
OWS 778
OWS 779
OWS 782
OWS 783

OWS 1033

Description
Closing seal (0679)
Closing seal (1629)

Blade with bead (0738)
Blade with bead (0181)

Bulb blade with tail

Size
20mm
15mm
19mm
29mm
20mm

Keyway
6 x 2mm
6 x 2mm

3mm bead
3mm bead
5 x 1mm

OWS 778

Actual size

OWS 779

Actual size

OWS 782

Actual size

OWS 783

Actual size

OWS 1033

Actual size

‘S’ Shaped Window Rubber
This ‘S’ shaped rubber is suitable for small windows on boats, cars, caravans, etc.

Order Code
SWR  149
SWR 150

Glass thickness
4 to 4.5mm
5 to 6mm

Panel Thickness
2 to 3mm

2.5 to 3.5mm

SWR 149

Actual size

SWR 150

Actual size
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Caravan window seals

Order Code
CS 784

CS 785

CS 786

CS 1679

CS 1680

CS 1681

CS 787
CS 788
CS 789
CS 868

CS 1153
CS1682
CS1683

Description
Double glazed opening (CRS02)

Large bulb 13mm diameter  c/w white insert
Double glazed opening (CRS03)

Large bulb 13mm diameter  c/w white insert
Double glazed opening (CRS11)

Large bulb 13mm diameter  c/w white insert
Double glazed opening (CRS20)

Small bulb 10mm diameter  c/white insert
Double glazed opening (CRS18)

Small bulb 10mm diameter  c/w white insert
Double glazed opening (CRS14)

Small bulb 10mm diameter  c/w white insert
Fixed window rubber (CRS01) c/w filler strip
Fixed window rubber (CRS08) c/w filler strip
Fixed window rubber (CRS09) c/w filler strip

White PVC insert strip for opening window seals
White PVC insert strip for opening window seals
Grey PVC insert strip for opening window seals
Grey PVC insert strip for opening window seals

Size
25mm panel

27mm panel

30mm panel

25mm panel

27mm panel

30mm panel

25mm panel
27mm panel
30mm panel
25mm wide
23mm wide
25mm wide
23mm wide

CS 784

Actual size

CS 785

Actual size

CS 786 CS 1679

Actual sizeActual size

CS 1680 CS 1681

Actual size Actual size
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Caravan window seals continued
CS 787 CS 788

Actual size Actual size

Actual size

CS 789

Actual size

CS 868, CS1682

Screw Cover Strip
This flexible plastic strip is used to cover screw heads and usually fits into a recess in
a window channel.

Order Code
SCS 287
SCS 903
SCS 288
SCS 917
SCS 918
SCS 919
SCS 920
SCS 921
SCS 922
SCS 923

SCS 1318
SCS 289

SCS 1202

Colour
Black
White
Black
Black
White
Cream
Maroon
Silver
Beige
Grey

Navy Blue
Black

Cream

Size (width)
11mm
11mm

12.5mm
12.5mm
12.5mm
12.5mm
12.5mm
12.5mm
12.5mm
12.5mm
12.5mm
15mm
15mm

SCS 287/SCS 903 SCS 288

Actual size Actual size

CS1153, CS1683

Actual size
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Screw Cover Strip continued
SCS 917-SCS 923/SCS 1318 SCS 289/SCS 1202

Actual size

Actual size

Perspex/Acrylic
For windows, hatches and washboards.
Available in either full sheets or cut or shaped to any size, with or without fixing holes.
Colours- Clear. Thicknesses available from 3mm to 25mm.

Mid grey and mid bronze. Thicknesses available from 3mm to 12mm.
Prices are available on application. Please fax or send drawings of your exact requirements.

Interscrews
These M5 captivated nuts and screws are used for fixing windows in place and come
in two standard sizes, 6mm and 10mm long. They are supplied with a M5 x 20mm
machine screw. (Other machine screw lengths available).

Order Code
IS 625
IS 626

Size
M5 x 6mm

M5 x 10mm

IS 625 IS 626

Lewmar Hatch and Portlight Seals
We are able to supply genuine replacement seals for various Lewmar hatches and
portlights, including Rollstop, Trimline, Coastline, Trimport, Ocean, Concept, Low Profile,
Medium profile hatches and Old Standard, New Standard, Atlantic and Ocean Portlights.

Please advise of your hatch or portlight type and part/serial number to enable us to
quote. Please note that some old hatch/portlight seals may be discontinued. In this
case we will recommend a suitable replacement.

T Section
This rubber T section is used to form a seal between two surfaces in the same plane.

Order Code
T 616

Height
15mm

Wall
3mm

Width
19mm

Other sizes available - Please enquire

Actual size

T616
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Order Code
OWS 780
OWS 781

CS 904
CS1134
CS1105

Description
Sponge bulb/solid T (124)
Rubber bulb with T (0303)
Rubber U with sponge bulb

Solid rubber base with sponge bulb
Motor Caravan door seal

Size
10mm dia. 4x1mm keyway
10mm dia. 6x1mm keyway

Caravan Door Seals

Caravan Seals Miscellaneous

Order Code
CS 909
CS 924
CS 925
CS 926
CS 927
CS 928
CS 929
CS 930

CS 931

CS1146
CS1684
CS1420
CS1244
CS1685

Description
Battery box seal
Awning rail seal
PVC door seal

Door aperature channel with insert
Inner side and roof joint trim

Door frame trim
Door frame trim

Static caravan internal window
and door capping

Static caravan internal window
and door capping
Roof Light Seal

Bailey gutter trim
Ribbed PVC waist section
Bailey awning rail insert

Awning rail trim

Size

35mm panel.
10 metre coil
39mm panel.
10 metre coil

Colour
Black
Black
Black
Beige

Cream
Black
Grey

White

White

Black
Light grey

White
Grey
Black

OWS 780

Actual size

OWS 781

Actual size

CS 904

Actual size

CS 1134

Actual size

CS 1105

Actual size
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Caravan Seals Miscellaneous - continued
CS 909

Actual size

CS 924

Actual size

CS 925

Actual size

Actual size

CS 926

Actual size

CS 927 CS 928/929

Actual size

CS 930

Actual size

CS 931

Actual size

CS 1146

Actual size

CS 1684

Actual size

CS 1420

Actual size

CS 1244

Actual size

CS 1685

Actual size

Solid Neoprene Cord
This is suitable for making 'O' rings, portlight seals, etc. It can be easily formed into
endless rings using superglue. It is also used for plugging bolt holes in 'D' fenders.

Order Code
SNC 76
SNC 77
SNC 78

Diameter
3mm
5mm
6mm

Order Code
SNC 79
SNC 80
SNC 81

Diameter
8mm

10mm
12mm

Other sizes available - Please enquire
Actual size

Other trims and seals available - Please enquire
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Expanded Neoprene Cord
This closed cell material is ideal as a soft seal for many applications. It can be formed
into endless rings using superglue.

Diameter
3mm
5mm
6mm
8mm

10mm
12mm
16mm
19mm
25mmOther sizes available - Please enquire

Actual size

Order Code
ENC 82
ENC 83
ENC 84
ENC 85
ENC 86
ENC 87

ENC 612
ENC 613
ENC 614

Order Code
ENHC 88
ENHC 89
ENHC 90
ENHC 91

Base
6mm
8mm

10mm
13mm

Order Code
ENHC 92
ENHC 93
ENHC 94

Base
16mm
19mm
25mm

Other sizes available - Please enquire

Expanded Neoprene 1/2 Round Cord
This closed cell material can be used for hatch or door seals. It can be bonded in place
using adhesive A139 or A262.
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Sponge Rubber Sections
These small self-adhesive backed sponge rubber sections are ideal for various applications.
They are maufactured from expanded EPDM.

Order Code
SRS 1706
SRS 1707
SRS 1708
SRS 1709
HHS 624

Colour
Black
Black
Black
White
Black

Size
10mm x 6mm
9mm x 11mm

13mm x 10mm
8mm x 6mm

11mm x 18mm

SRS 1706 SRS 1707 SRS 1708

Actual sizeActual size Actual size

SRS 1709

Actual size

Order Code
SRS 1884
SRS 1885
SRS 1886
SRS 1887
SRS 1888
SRS 1890
SRS 1893
SRS 1894
SRS 1896
SRS 1897
SRS 1898
SRS 1899
SRS 1900
SRS 1901
SRS 1902
SRS 1903
SRS 1904
SRS 1905

Colour
Black
Black
Black
Black
Black
Black
Black
Black
Black
Black
Black
Black
Black
Black
Black
Black
Black
Black

Description

Soft solid

SRS 1884 SRS 1885 SRS 1886

Actual size Actual size Actual size

SRS 1887 SRS 1888 SRS 1890

Actual size Actual size Actual size

These Sections are supplied plain
(without an adhesive backing)

HHS624

Actual size
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Sponge Rubber Sections continued
SRS 1893 SRS 1894 SRS 1896

Actual size Actual size

SRS 1897 SRS 1898 SRS 1899

Actual size Actual sizeActual size

SRS 1900 SRS 1901 SRS 1902

Actual size Actual sizeActual size

SRS 1903 SRS 1904 SRS 1905

Actual sizeActual size Actual size

Actual size

Other sections available - Please enquire
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Sponge Rubber Seals (Automotive)
Order Code

SRS 1906
SRS 1907
SRS 1908
SRS 1909
SRS 1910
SRS 1911
SRS 1912
SRS 1913
SRS 1914
SRS 1915
SRS 1916
SRS 1917
SRS 1918
SRS 1919
SRS 1920
SRS 1921
SRS 1922
SRS 1923
SRS 1924
SRS 1925
SRS 1926

Description

Jaguar E type hood to windscreen seal
Jaguar Mk2 type boot seal
Jaguar E type tailgate seal
Jaguar XK type boot seal
Jaguar XK rubber for DHC

Jaguar XJ6 type series 2 2 door coupe
Jaguar Mk2 type bonnet rest
Morris traveller rear door seal

Triumph Herald & Spitfire door seal
Triumph TR2 & TR3b type hood & door seal

Triumph TR6 type
Triumph TR4 - TR6 type tunnel seal
Triumph TR4 - TR6 type tunnel seal
MGB type radiator and bonnet seal

MGB Type Inner tailgate seal
MGB type hood seal
Landrover door seal

Mini door/side window seal early type
Mini van rear door seal

Mini opening side window seal
Mini boot seal

Length

1.3 Metre
2 Metres

SRS 1906 SRS 1907 SRS 1908

Actual size Actual size Actual size

SRS 1909 SRS 1910 SRS 1911

Actual size Actual size Actual size

SRS 1912 SRS 1913 SRS 1914

Actual size Actual size Actual size

SRS 1915 SRS 1916 SRS 1917

Actual size Actual size Actual size
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Sponge Rubber Seals (Automotive) continued
SRS 1918 SRS 1919 SRS 1920

Actual size Actual size Actual size

SRS 1921 SRS 1922 SRS 1923

Actual size Actual sizeActual size

SRS 1924 SRS 1925 SRS 1926

Actual size Actual sizeActual size

Jaguar Seals
Order Code

ATJ 1927
ATJ 1928
ATJ 1929
ATJ 1930
ATJ 1931
ATJ 1932
ATJ 1933
ATJ 1934
ATJ 1935
ATJ 1936
ATJ 1937
ATJ 1938
ATJ 1939
ATJ 1940
ATJ 1941
ATJ 1942
ATJ 1943
ATJ 1944
ATJ 1945

Description

Jaguar E type series 2 finisher rubber rear bumper
Jaguar series 1,2,3 front bumper finisher rubber

Jaguar E type FHC series 3, 2+2 series 2 type
Jaguar Mk V type seal

Jaguar E Type bonnet seal
Jaguar XK type NDV rubber

Jaguar E type series 1,2 & 3, 2+2 roadster window welt
Jaguar XK type door glass welt

Jaguar E type boot beading
Jaguar NDV section upper B post QL hinge pillar seal

Jaguar XK 150 type roadster waist strip
Jaguar E type FHC tail gate trim

Jaguar over rider plastic
Jaguar XJ6 series 3 inner front windscreen trim
Jaguar XJ6 type series 3 inner rear screen trim

Jaguar Mk V type seal
Jaguar E type headlamp seal

Jaguar XK type cockpit rubber
Jaguar E type & XJ6 type flocked outer waist strip

Length

3.2 Metre

3.1 Metre

ATJ 1927 ATJ 1928 ATJ 1929

Actual size Actual sizeActual size
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Jaguar Seals continued
ATJ 1930 ATJ 1931 ATJ 1932

Actual size Actual sizeActual size

ATJ 1937 ATJ 1938 ATJ 1939

Actual sizeActual size Actual size

ATJ 1940 ATJ 1941 ATJ 1942

Actual size Actual sizeActual size

ATJ 1943

ATJ 1945

Actual size

Actual size

ATJ 1944

Actual size

ATJ 1933

Actual size

ATJ 1934

Actual size

ATJ 1935

Actual size

ATJ 1936

Actual size
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Morris Minor Seals

ATMM 1946

Actual size Actual size

Order Code

ATMM 1946
ATMM 1947
ATMM 1948
ATMM 1949
ATMM 1950
ATMM 1951
ATMM 1952
ATMM 1953
ATMM 1954
ATMM 1955
ATMM 1956

Description

Morris 1000 boot rubber
Morris Minor Type 4 door

Morris van to body cab seal
Morris Minor quarterlight frame to door seal

Morris Minor upright seal for front quarterlight
Morris 1000 bottom door seal

Morris traveller roof seal
Morris 1000 bottom door seal
Morris Minor lower door seal

Morris 1000 wing to front panel seal
Morris Minor 1000 type chrome windscreen filler strip

Length

3.56 Metres

ATMM 1947

ATMM 1949 ATMM 1950 ATMM 1951

Actual size Actual sizeActual size

ATMM 1952

Actual size

ATMM 1953 ATMM 1954

Actual size Actual size

ATMM 1955 ATMM 1956

Actual size Actual size

Actual size

ATMM 1948
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MG Seals
Order Code

ATMG 1957
ATMG 1958
ATMG 1959
ATMG 1960
ATMG 1961
ATMG 1962
ATMG 1963
ATMG 1964
ATMG 1965
ATMG 1966

Description

MG TA type scuttle rubber
MG Roadster pillar seal

MG Roadster windscreen to body seal
MG Midget screen to body seal

MG Midget pillar seal
MG Tank strap

MG TA/TF type bonnet rest rubber seal
MG bonnet to windscreen seal

MG chrome filler strip
MG outer waist strip

Length

1.409 Metres

1 Metre

ATMG 1957 ATMG 1958

ATMG 1959

Actual size

Actual size

Actual size

ATMG 1960 ATMG 1961

ATMG 1962

Actual size

Actual size

Actual size

Actual size

ATMG 1963

ATMG 1964

Actual size Actual size

ATMG 1965

ATMG 1966

Actual size
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Land Rover and Range Rover Seals
Order Code

ATLR 1967
ATLR 1970
ATLR 1971

Description

Landrover rear tailgate seal
Landrover Series 1 Screen to body seal

Landrover Series 1 Door pillar seal

Length

Order Code

ATT 1972
ATT 1973
ATT 1974
ATT 1975
ATT 1976
ATT 1977
ATT 1978
ATT 1979
ATT 1980
ATT 1981

Description

Triumph TR4, TR4a & TR5 surrey top base seal
Triumph 2000 & 2500 Mk 1 & 2 bulk head seal

Triumph Stag hood seal
Triumph Stag seal

Triumph Spitfire hood seal
Triumph TR5 & TR6 hood seal

Triumph Herald hood seal
Triumph TR5 & early TR6 types

Triumph 2000,2500 & Dolomite outer window waist strip
Triumph windscreen chrome filler strip

Length

ATLR 1967

ATLR 1971

Actual size

Actual size

Actual size

Triumph Seals

ATT 1972

Actual size

ATT 1973 ATT 1974

Actual sizeActual size

ATT 1975 ATT 1976 ATT 1977

Actual size Actual sizeActual size

ATT 1978

Actual size

ATT 1979

Actual size

ATT 1980 ATT 1981

Actual sizeActual size

ATLR 1970
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Mini Seals
Order Code

ATM 1982
ATM 1983
ATM 1984
ATM 1985
ATM 1986

Description

Mini van floor seal
Mini roof trim

Mini wheel arch trim
Mini grill trim

Mini wheel arch trim

Length

5.61 Metres

ATM 1982

Actual size

ATM 1983 ATM 1984

Actual size

ATM 1985 ATM 1986

Actual sizeActual size

Actual size

Windscreen, Backlight and Quarterlight Rubbers
We are also able to source different windscreen, backlight and quarterlight rubbers.
Please advise of the make, model and year of your vehicle or send a small sample to
enable us to quote.

Automotive seals (miscellaneous)
AT 1987

Actual size

AT 1989 AT 1991

Actual sizeActual size

AT 1992

Actual size

AT 1993 AT 1994

Actual sizeActual size

AT 1995

Actual size

AT 1996

Actual size

3.048 Metre lengths
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Automotive seals (miscellaneous) cont.
AT 1997 AT 1998

Actual sizeActual size

AT 2000

Actual size

AT 2001 AT 2002 AT 2003

Actual sizeActual size Actual size

AT 2005 AT 2006 AT 2007

Actual sizeActual size Actual size

AT 2008 AT 2009 AT 2010

Actual sizeActual size Actual size

Running board treads
RBT 2011 RBT 2012 RBT 2013

Actual sizeActual size Actual size

RBT 2014 RBT 2015

Actual sizeActual size


























































