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MATERIAL DATA SHEET 
 
 
 
 
 
 
 
 

PARAMETER VALUE 

MATERIAL 

BLACK NBR/CR RUBBER 
COVER OVER NBR 

INNER WITH SYNTHETIC 
TEXTILE FABRICS WITH 

STEEL HELIX 
REINFORCEMENT 

 
INTERNAL DIAMETER 
 
EXTERNAL DIAMETER 
 
WORKING PRESSURE 
 
BURST PRESSURE 
 
MINIMUM BEND RADIUS 
 
TEMPERATURE RANGE 
 
LLOYDS APPROVAL 
 
DNV APPROVAL 
 
RINA APPROVAL 
 

 
Ø51MM 

 
Ø61MM 

 
45PSI 

 
225PSI 

 
153MM 

 
-30°C TO +100°C 

 
99/00027(E1)APP 

 
S-3597APP 

 
DIP/4855/03/CS/E/1 

GENERAL CHARACTERISTICS 
 

 VERY FLEXIBLE AND ROBUST MARINE DIESEL EXHAUST HOSE THAT 
CAN BE USED FOR FUEL 

 
 

ORDER CODE 
 

MDE 600 

DESCRIPTION 
 

BLACK MARINE DIESEL EXHAUST 

HOSE 61MM OD X 51MM ID 


